
Taber Abrasion Tester 

Standards: ASTM D1044, ASTM D3884, ASTM D4060, ASTM F1978, DIN 53754, DIN 53799, 
DIN 53109, DIN 52347, ISO-5470, ISO-7784-2 

Video: https://youtu.be/FoAAstqmOaA 

Description: 

GenTaber is NextGen's Taber Abrasion Tester is widely used to evaluate wear resistance. It 

can conduct tests on a wide range of materials such as: cloth, paper, paint, plywood, leather, 

tile, glass, rubber etc. It tests the specimen by rotating it while in contact with the grinding wheel 

and applying the required pressure. The Loss of weight reflects on the change in weight of the 

specimen. The unit also comes standard with an intelligent power failure recovery function.  

The test applies to material thicknesses between 6.35mm to 40mm. A flat square or round 

specimen of roughly 100mm is mounted on the system which rotates at a fixed speed vertically. 

Taber's wheels are lowered onto the material at a specific pressure. The X pattern of abrasion 

produced by the double rotary action allows for an accurate identification of the materials' wear 

and tear. The Taber abraser comes standard with a full range of auxiliary weights, specimen 

holders, abrasive wheels, wheel refacer and vacuum unit. Learn more about the Taber Abrasion 

Testing Techniques for Quality Control. 

https://youtu.be/FoAAstqmOaA
https://www.nextgentest.com/blog/taber-abrasion-tester-and-abrasion-test-technique-for-quality-control
https://www.nextgentest.com/blog/taber-abrasion-tester-and-abrasion-test-technique-for-quality-control
https://youtu.be/FoAAstqmOaA


Technical Specifications: 

* Request a formal quotation or send an e-mail to sales@nextgentest.com
for the most up-to-date pricing and applicable discounts and incentives

https://www.nextgentest.com/request-quote?interested_in=Taber%20Abrasion%20Tester
mailto:sales@nextgentest.com
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